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Existing protocols for assessing the performance characteristics of large ﬁeld-of-view (LFOV) gamma
cameras can be inappropriate and require modiﬁcation for use with small ﬁeld-of-view (SFOV) gamma
camera systems. This communication proposes a generic scheme suitable for evaluating the performance
characteristics of SFOV gamma cameras, based on modiﬁcations to the standard procedures of NEMA
NU1-2007. Key differences in methodology between tests for LFOV and SFOV gamma cameras are
highlighted along with the rationale for these changes. It is envisaged that this scheme will provide more
appropriate methods for equipment characterisation, ensuring quality and consistency for all SFOV
cameras.
© 2014 Associazione Italiana di Fisica Medica. Published by Elsevier Ltd. This is an open access article
under the CC BY license (http://creativecommons.org/licenses/by/3.0/).Introduction
Gamma cameras have traditionally been large devices
comprising of inorganic scintillators, photomultiplier tubes, lead
collimators and bulky lead shielding. These devices are generally
not portable and so cannot be used for intraoperative procedures.
The development of smaller portable gamma cameras has
enabled imaging procedures to be undertaken at the bedside, in
intensive care units, clinics and in the operating theatre [1,2]. High-
resolution small ﬁeld-of-view (SFOV) gamma cameras have been
designed for speciﬁc applications such as tumour resection and
sentinel node localisation [3,4]. These aim to combine the advan-
tages of large ﬁeld-of-view (LFOV) gamma cameras and non-
imaging gamma probes while addressing some of the limitations
of these devices. Designs for SFOV systems include: scintillation-
based detectors - with scintillators coupled to position sensitive
photomultiplier tubes (PSPMTs) [5e8], electron multiplying charge
coupled detectors (EMCCDs) [9,10] or silicon drift arrays [11] - and
solid state detectors such as cadmium telluride (CdTe) [12e14] and
cadmium zinc telluride (CdZnTe) [15].
Manufacturers of LFOV gamma cameras routinely use stand-
ardised protocols such as the NEMA Standard NU1-2007 [16] to
assess performance and provide speciﬁcations. In the clinicalsics & Astronomy, University
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dica. Published by Elsevier Ltd. Thenvironment, modiﬁed protocols arising from these standards have
been developed for ease of use, for example, IPEM Report 86 in the
UK [17]. The European Directive 97/43/EURATOM mandates a
quality assurance programme for all medical devices used in
diagnostic radiology, nuclear medicine and radiotherapy [18].
Routine quality control recommendations for LFOV gamma cam-
eras and handheld gamma probes are well documented by the
European Association of Nuclear Medicine (EANM) [19,20]. While
LFOV gamma cameras are routinely tested using these standardised
protocols [16,17,21] such protocols are not always appropriate for or
easily translated to SFOV gamma cameras. This communication
proposes updated procedures for evaluating the performance
characteristics of SFOV gamma cameras based on modiﬁcations to
the NEMA NU1-2007 standard [16].Rationale
This section outlines the current standard characterisation
approach used for LFOV systems and any modiﬁcations necessary
for assessing SFOV systems. The assessed parameters are spatial
resolution, spatial distortion, spatial uniformity, count-rate capa-
bility, sensitivity, and energy resolution.
The duration of imaging for all tests should be sufﬁcient to limit
the effects of statistical noise. In line with LFOV measurements, a
minimum of 150 counts per pixel should be collected, with higher
counts per pixel when only a small area of the detector is irradiatedis is an open access article under the CC BY license (http://creativecommons.org/
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shield leakage are discussed elsewhere [19,21].Intrinsic spatial resolution
This is deﬁned as the full-width at half-maximum (FWHM) of a
line spread function (LSF) or of a point spread function (PSF)
without an imaging collimator installed. This measurement should
be supplemented by the full-width at tenth-maximum (FWTM) as
the PSF or LSF may deviate from a Gaussian proﬁle.
Standard methodologies for LFOV gamma cameras [16,17,19,21]
use a capillary line source of approximately 40MBq activity, of in-
ternal diameter of 0.5 mm. This is positioned parallel to the prin-
cipal orthogonal axes of the camera to avoid broadening of the LSF.
The source is placed directly on top of the uncollimated scintillator
crystal.
The intrinsic resolution of a LFOV gamma camera is typically in
the region of 3 mm [22]. If an imaging matrix of 256  256 pixels is
used, the pixel dimension of a 540mm diameter gamma camera (to
choose a single example) will be around 2.1 mm. NEMA NU1-2007
[16] states the “pixel size should be less than or equal to 0.1
FWHM”, that is0.3mm for a 540mmdiameter gamma camera. To
achieve the speciﬁed “pixel size” the analogue to digital conversion
gain is increased perpendicular to the line source for each
orthogonal axis simultaneously, and the “zoomed” portion of the
ﬁeldofview is imaged.
SFOV cameras have reported values of spatial resolution of less
than 1.0 mm [5,9e11,14], suggesting that the NEMA “pixel size”
should be at most 0.1 mm (equal to 0.1 FWHM).
For a typical LFOV resolution of 3 mm, the use of a 0.5 mm line
source will not have a large effect on measured resolution; at sub-
millimetre resolution, however, the width of the same source be-
comes signiﬁcant. Following the standards for LFOV systems, line
source width (or the diameter of the point source) would need to
have dimensions less than 0.1 mm The uniform ﬁlling of capillary
tubes with diameters of the order 100 mm is difﬁcult to achieve. On
this scale even the manufacture of a slit transmission phantom
becomes challenging. This method of intrinsic spatial resolution
measurement is therefore not suitable for high-resolution SFOV
systems.
An alternative derivation of the FWHM can be obtained using
the edge response function (ERF) method [16,23]. This can be ob-
tained using a mask with a machined edge. When irradiated with a
uniform radioactive source such that incident gamma photons can
be assumed to be perpendicular to the mask plane, the detected
counts across the edge of the mask ideally correspond to a step
function, the derivative of which gives a LSF [23] which may then
be analysed as in LFOV protocols.System spatial resolution
This is deﬁned as the FWHMof a LSF or of a PSFwith the imaging
collimator in place.
The protocol for LFOV gamma cameras uses a capillary line
source (internal diameter less than 0.5 mm) with FWHM response
measured in air and with scattering media (such as Perspex)
positioned between the line source and the collimator surface [16].
The Perspex acts to scatter photons as would be expected from a
source inside a patient. Typically, LFOV system resolution mea-
surements are stated in the context of the collimator used either at
the collimator face or at a known distance (usually 100 mm) away
from the collimator. System resolution is typically limited by the
type of collimator used rather than the intrinsic resolution of the
detector.Similar to intrinsic resolution measurements, for SFOV cameras
the line source width or point source diameter would ideally be
smaller than that used for LFOV measurements, again proving
difﬁcult to manufacture and ﬁll [24]. The beneﬁt of a consistent
approach across all gamma cameras outweighs the effects of a ﬁnite
source and the standard LFOVmethod, with a 0.5 mm diameter line
source, may be used.
It may be possible to use a point or line source of a known
diameter and then deconvolve the expected proﬁle from the
resultant image to determine the resolution; this is not ideal and
requires speciﬁc knowledge of the expected proﬁle of the source
[10] and so may produce inconsistent results for different systems.
Many SFOV cameras use pinhole collimators rather than the
more widely used parallel-hole collimator. This means that a line
source imaged at the collimator face would appear to be a ﬂood
source in the resultant image. Instead of reporting resolution at the
collimator face, measurements for pinhole systems should be
stated at the non-magnifying point. As resolution varies signiﬁ-
cantly with aperture to source distance (through scattering mate-
rial), the relationship between these two factors should also be
reported so that resolution may be calculated by the end user for
any source distance.
Intrinsic spatial distortion
Spatial distortion is a measure of how accurately event positions
are mapped to the resulting image. For LFOV gamma cameras,
spatial non-linearity is assessed using a lead transmission mask
with an uncollimated detector [16]. A least-squares ﬁt for the
imaged line position is calculated. The differences between the
imaged and ﬁtted lines at 10 mm intervals are obtained to specify
the spatial non-linearity differences across the geometric ﬁeld-of-
view (GFOV). In this paper, the GFOV is the whole non-magniﬁed
ﬁeldofview of the gamma photon detector. Reported values are
the standard deviation, mean and maximal difference between the
imaged and ﬁtted lines.
For LFOV cameras the mask used is a parallel line equal spacing
(PLES) phantom, which consists of a series of parallel 1 mm wide
lead lines spaced at 20 mm apart, embedded in uniform grooves
within Perspex. A PLES phantom scaled to a ~40 mm ﬁeldofview
would require precise manufacturing.
With smaller ﬁelds of view, spatial distortion in SFOV cameras
can be measured with a line source at a range of orientations.
Where several measurements are required to cover the FOV, mul-
tiple images can be acquired.
Intrinsic spatial uniformity
Spatial uniformity describes the variation in counts per pixel
within the GFOV relative to themean counts per pixel over the ﬁeld
of view. Intrinsic measurements are performed with the collimator
removed. A point source at a distance of at least ﬁve times the
useful ﬁeld-of-view (UFOV) away from the crystal is used to irra-
diate the detector uniformly e this method can translate directly to
SFOV systems. The UFOV is the collimated ﬁeld-of-view of the
gamma camera.
Uniformity should be reported with both an integral (across the
entire detector) and differential (for localised groups of pixels)
parameter. The typical measure for integral uniformity (IU) is
calculated, as Equation (1) [17] where C indicates number of
detected counts per pixel in the image. Differential uniformity may
be calculated using Equation (1) for small groups of adjacent pixels.
Across the whole image differential uniformity values can be
combined to a single reporting parameter [17], as described later in
Sections analysis and reporting parameters.





 100% (1)Figure 1. Intrinsic spatial resolution experimental setup.max min
IU is the integral uniformity; Cmax and Cmin are respectively the
maximum and minimum number of detected counts per pixel in
the image.
This method, however, is not robust when outlying pixel values
are present. IPEM Report 86 [17] suggests reporting the coefﬁcient
of variation (standard deviation of counts per pixel to the mean
counts) for integral uniformity. These parameters are suggested as
standard for SFOV measurements to maintain consistency and to
avoid unrepresentative values caused by unusually high or low
outliers. For SFOV cameras using collimators that may introduce
non-uniformities (such as pinhole collimators), a system spatial
uniformity should also be reported.
Count-rate capability
Count-rate capability is characterised by the count-rate
response curve showing the measured count-rate versus ex-
pected count-rate from a radioactive source. Among other factors,
the count-rate response curve depends on the energy spectrum of
the detected photons, and so depends on the amount of scatter
present [16]. The range of expected count-rates should at least
correspond to activities typically used clinically. A count-rate
response curve can be plotted by allowing the source(s) to decay
and recording measured count-rate at known time intervals. The
same basic procedure can be used for SFOV cameras with the source
size, position and activity matched to the characteristics of the type
of camera being tested.
System sensitivity
Sensitivity is deﬁned as the proportion of photon ﬂux incident
on the detector that is recorded within the photopeak energy
window being used. The type of collimator should be speciﬁed
when stating the camera system sensitivity.
For both LFOV and SFOV gamma cameras, a uniform planar
source covering the GFOV at a known distance away from the
camera face should be used. Incident counts at the detector can be
calculated taking into account the initial activity, distance, time of
image and solid angle subtended by the detector.
Pinhole collimators are likely to be used with SFOV gamma
cameras so as to increase the ﬁeld of view. As sensitivity is known
to vary with distance away from the pinhole collimator face [25],
system sensitivity measurements should be performed with up to
100 mm of scattering medium to ensure that clinical imaging does
not miss deep-seated lesions [26]. These measurements should be
repeated without scattering medium between the source and the
detector.
Intrinsic sensitivity, without a collimator in place, should also be
reported for all SFOV systems, as this value may vary over time for
some detector types.
Energy resolution
Energy resolution is deﬁned as the FWHM of the photopeak of
the principal emission energy of the radionuclide being imaged.
The energy spectrum is accumulated using a point source at a
distance of at least ﬁve times the longest dimension of the UFOV,
ﬁxed centrally above the camera face. Measurements should be
performed using different radionuclides covering the clinically
useful energy range, and repeated to ensure the camera is stable
with respect to drift of the detected photopeak energy. SFOVcameras may follow LFOV protocols without adjustment for this
parameter.Scheme
This section outlines a complete scheme for assessing the per-
formance characteristics of SFOV cameras and may be used in part
to investigate a particular parameter or as a whole to provide a
complete characterisation.
For each test, activity should be chosen so as to achieve an
appropriate number of counts within the count-rate capability of
the detector. Unless otherwise stated, uniformity and noise cor-
rections speciﬁc to the gamma camera under test and energy
windowing should be performed as standard for clinical use. The
energy window used for testing (as a percentage width across the
photopeak) should be reported.Intrinsic spatial resolution
Method
A mask with a machined edge, manufactured from a material
with low transmission for the gamma photon energies being used,
is required. The edge should be perpendicular to the mask surface
and straight to an accuracy of at least 10% of the expected spatial
resolution. The mask thickness should at a minimum be sufﬁcient
to attenuate 99% of photons, although a thicker mask (e.g. 20 mm)
would be preferable to exclude divergent photons. A point source
(3 mm diameter maximum) or uniform ﬂood source is also
required.
The mask is placed as close to the scintillation crystal as camera
design allows. The edge of the machined mask or internal edges of
the line slit transmission mask should be positioned parallel to the
orthogonal axes of the detector array.
The ﬂood source, or point source at a distance of at least 100
times its diameter (to ensure uniformity), irradiates the mask. The
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with its centre, Fig. 1.
Measurements should be taken without any scattering media. A
measurement is required in alignment with both the x- and y-axes
of the detector array.
Analysis
During processing an ERF is calculated; this is a plot of distance
from the edge against normalised signal. If the edge is not perfectly
aligned with the camera axes, this must be taken into account
when creating the ERF. In this case a line of best ﬁt is calculated for
edge position and the distance from the calculated edge used in the
ERF.
The ERF is then differentiated to give a LSF.
This should be repeated for the second orientation of the mask.
Reporting parameters
Intrinsic resolution is to be reported as the mean FWHM and
mean FWTM of the LSF.
System spatial resolution
Method
A capillary tube line source of internal diameter 0.5 mm is
imaged at the collimator face (parallel-hole collimators) or at the
non-magnifying distance (pinhole collimators). The source is
imaged in alignment with both the x- and y-axes of the detector
array.
Measurements are to be repeated at ﬁve or more distance in-
tervals up to a distance of 100 mm from the camera collimator face;
in each case the space between the camera face and source should
be ﬁlled with scattering material such as Perspex or water.
Analysis
The FWHM and FWTM should be calculated from the LSF proﬁle
of each image. These may be averaged for images taken at different
orientations at the same distance. These values should be corrected
for magniﬁcation if applicable, for example, a FWHM of 5 mm for a
line source at a distance resulting in a magniﬁcation of 0.2 would
have its FWHM resolution recorded as 1 mm, giving resolution in
terms of actual object size.
A line of best ﬁt for both distance versus FWHM and distance
versus FWTM should be calculated.
Reporting parameters
FWHM and FWTM should be reported at the collimator face
(parallel-hole collimators) or the non-magnifying point (pinhole
collimators). The relationship between FWHM and distance in
scattering material should be reported along with the range over
which this was measured.
Spatial distortion
Method
A slit transmission mask is required for intrinsic measurements.
The slit should be as narrow as possible; this technique has been
successful with a slit of width 2 mm [27]. The edge should be
perpendicular to the mask surface and straight to an accuracy of at
least 10% of the intrinsic resolution of the detector. The mask
thickness should at a minimum be sufﬁcient to exclude 99% of
photons, although a thicker mask (e.g. 20 mm) would be preferable
to exclude divergent photons. The slit should be long enough to
extend across the entire detector face. If this is not the case addi-
tional images should be taken to ensure full coverage.The mask is placed as close to the detector as camera design
allows. A ﬂood source, or point source at a distance of at least
100 times its diameter (to ensure uniformity), irradiates the
mask. The point source should be in line with the centre of the
detector.
The spatial non-linearity is assessed by aligning this mask in the
two orthogonal (i.e. x and y) directions of the detector and
recording an image in each orientation.
Analysis
For each image a line of best ﬁt through the centre of the slit
image should be calculated. For each row in the image the centre
point is compared to its expected position from the line of best ﬁt.
The difference between the expected and actual centre positions
(deviation) is recorded for each row and for each orientation. These
results are then used to calculate the required parameters.
Reporting parameters
Linearity should be reported as the mean deviation from ex-
pected positions, maximum deviation (often reported as absolute
linearity) and differential linearity, deﬁned as the standard devia-
tion of these differences.
Intrinsic spatial uniformity
Method
A ﬂood source, or point source at a distance of at least 100 times
its diameter, irradiates the uncollimated detector. The point source
should have a maximum diameter of 3 mm; if a planar ﬂood source
is used, this should have a coefﬁcient of variation in counts across
the ﬂood source of less than 1%.
Analysis
The mean and standard deviation of counts per pixel over the
image should be calculated. Equation (1) should be used to calcu-
late 10 differential uniformity values for each pixel: for the 2, 4, 6, 8
and 10 nearest neighbour pixels in the pixel's row and column [17].
These values are collated and used to produce a frequency histo-
gram for differential uniformity.
Reporting parameters
Integral uniformity should be reported as the coefﬁcient of
variatione the ratio of standard deviation to mean counts reported
as a percentage. A frequency histogram of differential uniformity
values, a, may be presented or the mean and its dispersion of this
can be stated directly. The dispersion of the differential uniformity,
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A point source should be placed at a distance of at least 100
times its diameter from the uncollimated detector. Activity
within the source should be measured as accurately as possible
before imaging starts, as should the distance from source to
detector. An identical image should be taken at regular intervals
(e.g. every 30 minutes) until the source has decayed to an
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with different levels of source activity if required in order to
cover the full range. If a ﬂood source is used it may be placed as
close to the detector face as possible. This should be repeated
both with and without 100 mm Perspex between the radioactive
source and the detector surface.Analysis
For each image, incident counts at the detector can be calculated
taking into account the initial activity, source-detector distance,
time of image and the solid angle subtended by the detector at the
source. When scattering material is used, this value does not need
to be corrected for attenuation. Incident counts are then plotted
against recorded counts to produce a count-rate capability curve.
Since the incident counts are accumulated over a sufﬁciently long
duration, negligible dead-time count-rate losses will be included.
The actual input count-ratewhere dead-time count-rate losses may
be greater can therefore be calculated by decay correcting the later
count-rates to those earlier on.
A line of best ﬁt is calculated for the linear portion of the curve.
Incident activity at which the measured counts differ from the
linear ﬁt by more than 10% of the expected value is calculated. This
should be repeated for results with andwithout scatteringmaterial.Reporting parameters
The maximum measured count-rate should be reported. The
actual incident count rate at which the measured count rate begins
to deviate from the line of best ﬁt by more than 10% both with and
without scattering material should also be reported. This valuemay
be converted back to a point source value for comparisonwith LFOV
systems if required.Sensitivity
Method
A point at a distance of at least 100 times its diameter from the
uncollimated detector or ﬂood source with known activity is
required. Intrinsic sensitivity is measured with the point source at a
distance of at least 100 times its diameter from the uncollimated
detector and requires a single image within the detector's count-
rate capability.
System sensitivity is measured by imaging the point source at
the non-magnifying point (pinhole collimators) or the collimator
surface (parallel-hole collimators) and then at least ﬁve distance
intervals up to a distance of 100 mm from the camera collimator
face; in each case the space between the camera face and source
should be ﬁlled with scattering material such as Perspex or water.Analysis
For intrinsic sensitivity incident counts on the detector can be
calculated in the same way as described in Section Count-rate
capability: analysis. For system sensitivity, a plot of distance against
recorded counts is required.Reporting parameters
Intrinsic sensitivity is reported as the ratio of detected to counts
incident on the detector (cps/MBq incident).
System sensitivity should be reported at the non-magnifying
point (pinhole collimators) or the collimator surface (parallel-
hole collimators) and with 100 mm distance of scattering material.
System sensitivity should be reported in terms of cps/MBq within
the point source (no conversion to counts incident on detector is
required).Energy resolution
Method
A point or ﬂood source within the count-rate capability of the
detector is required. At least two radioisotope sources are needed
for calibration of the energy spectrum, one of which should be
99mTc. The uncollimated detector is irradiated uniformly and an
image taken. This is repeated for each radionuclide used.
Analysis
Energy channels should be calibrated using 99mTc (140.5 keV)
and the photopeaks of the additional isotopes used. The FWHM of
the 99mTc peak is then calculated.
Reporting parameters
Energy resolution is reported as the FWHM of the 99mTc energy
peak as a percentage of 140.5 keV.
Conclusions
This communication adapts the existing protocols, used in
clinical environments for assessing the performance of LFOV
gamma cameras, for use with SFOV gamma camera systems. These
protocols should be developed in the future to take into account
speciﬁc requirements for SFOV applications, such as detectability of
lesions in sentinel lymph node biopsy or image registration in
hybrid systems [28]. The described procedures for evaluating SFOV
performance parameters provide a more appropriate scheme for
characterising SFOV systems. These are applicable to all detector
and collimator set-ups, and have been shown to be effective in
characterising a SFOV camera [27]. To ensure consistency and
comparability the authors recommend their adoption for all SFOV
systems.
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